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DETECTOR 
VAPOR TYPE 


Filament Thoriated Tungsten 
Voltage Й а-с volts 
Current 0.25 . атр. 
Direct Interelectrode Сарасіїапсез: 
Grid to Plate 8,5 upi 
Grid to Filament 3.2 ppf 
Plate to Filament 2.0 ppf 
Maximum Overall Length 4—11/46" 
Maximum Diameter © © 415/16" 
Bulb -414 
Base Medium 4-Ріп Bayonet 
Pin 1-Filament+ Pin 5-бгіа 
Pin 2-Plate O © Pin 4-Filament- 


BOTTOM VIEW 


DETECTOR 


Characteristics. 


Filament 5.0 d-c volts 

Plate 45 maximum volis 

Grid . о volts 

Amp. Fact. 20 

Plate Res, ` 30000 ohms 

Mut. Cond. 666 ртћоз 

Plate Сиг. 4.5 approx. та. 
Typical Operation: 

Filament 5.0 d-c volts 

Plate р 45 тахітут volts 

Grid Grid return to (>) і1амепі 

Grid Leak 2 or 3 megohms 

Grid Condenser · 0.00025 


AVERAGE PLATE CHARACTERISTICS 


TYPE 00-А 
Е+=5.0 VOLTS D.C. 
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PLATE MILLIAMPERES 


40 6 
PLATE VOLTS 


925-52081 
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AVERAGE CHARACTERISTICS 


Е+ =5.0 VOLTS D.C 


Ф 


© ч 
GRID MICROAMPERES(Ic ) 


PLATE MILLIAMPERES (Ip) 
ч 


—6 -4 “2 о 2 


GRID VOLTS 


4 6 8 [е] 
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